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3/8” Sq. Dr. Socket Sets, 
Metric
6 Point

3/8” Sq. Dr. IronBand™ 
Universal Wrenches, Metric

APS312M 12 piece, standard length: 
 7mm, 8mm, 9mm, 10mm, 11mm, 12mm, 13mm, 14mm, 
 15mm, 16mm, 17mm, 18mm

APS312LM 12 piece, long length: 
 7mm, 8mm, 9mm, 10mm, 11mm, 12mm, 13mm, 14mm, 
 15mm, 16mm, 17mm, 18mm

3/8” Sq. Dr. Universal 
Wrenches, Metric – Ex ten sion

 Part Part Hex Shank Socket Socket Nose End Clearance
 Number Number Opening Length  Length  Diameter  Diameter Depth
 Standard Tension mm (A) mm (B) mm (C) mm (D) mm (E) mm

 KA610m4        10 102 20.6 19.1 15.1 9.5
 KA610m6 KD610m6 10 152 20.6 19.1 15.1 9.5
 KA610m9 KD610m9 10 229 20.6 19.1 15.1 9.5
        KD610m12 10 305 20.6 19.1 15.1 9.5
        KD711m6 11 152 23.8 22.2 15.9 10.3
 KA711m12 KD711m12 11 305 23.8 22.2 15.9 10.3
 KA712m4        12 102 23.8 22.2 17.5 10.3
 KA712m6 KD712m6 12 152 23.8 22.2 17.5 10.3
 KA712m9 KD712m9 12 229 23.8 22.2 17.5 10.3
 KA712m12 KD712m12 12 305 23.8 22.2 17.5 10.3
 KA713m3        13 76 25.4 22.2 17.5 11.9
 KA713m4        13 102 25.4 22.2 17.5 11.9
 KA713m6 KD713m6 13 152 25.4 22.2 17.5 11.9
 KA713m9 KD713m9 13 229 25.4 22.2 17.5 11.9
 KA713m12 KD713m12 13 305 25.4 22.2 17.5 11.9
 KA714m6 KD714m6 14 152 27.0 22.2 19.1 13.5
        KD714m9 14 229 27.0 22.2 19.1 13.5
 KA815m3        15 76 28.6 25.4 19.8 14.3
        KD815m6 15 152 28.6 25.4 19.8 14.3
 KA815m9 KD815m9 15 229 28.6 25.4 19.8 14.3
 KA815m12 KD815m12 15 305 28.6 25.4 19.8 14.3
 Universal wrenches must not be used with impact drivers. Maximum operating angle is 30°.
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3/8” Sq. Dr. Universal 
Wrench Set, Metric

 APU37M 7 piece, standard length: 
  10mm, 12mm, 13mm, 14mm, 15mm, 17mm, 18mm

 Part Hex Overall Socket Socket Nose End Clearance
 Number Opening Length  Length  Diameter  Diameter Depth
 6 Point mm (A) mm (B) mm (C) mm (D) mm (E) mm

 SAC3610M 10 48 20.6 19.1 15.1 9.5
 SAC3712M 12 51 23.8 22.2 17.5 10.3
 SAC3713M 13 52 25.4 22.2 17.5 11.9
 SAC3714M 14 54 27.0 22.2 19.1 13.5
 SAC3815M 15 56 28.6  25.4 19.8 14.3
 SAC3817M 17 59 31.8 25.4 25.4 17.5
 SAC3818M 18 59 31.8 25.4 25.4 17.5
 Universal wrenches must not be used with impact drivers. Maximum operating angle is 30°.
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KAWC610M6 KDWC610M6 10 152 20.6 19.1 15.1 9.5
KAWC610M9 KDWC610M9 10 229 20.6 19.1 15.1 9.5
KAWC712M6 KDWC712M6 12 152 23.8 22.2 17.5 10.3
KAWC712M12 KDWC712M12 12 305 23.8 22.2 17.5 10.3
KAWC713M6 KDWC713M6 13 152 25.4 22.2 17.5 11.9
KAWC713M12 KDWC713M12 13 305 25.4 22.2 17.5 11.9
KAWC714M6 KDWC714M6 14 152 27.0 22.2 19.1 13.5
KAWC815M9 KDWC815M9 15 229 28.6 25.4 19.8 14.3
Universal wrenches must not be used with impact drivers. Maximum operating angle is 30°.
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3/8” Sq. Dr. IronBand™ Univ. 
Wrenches, Metric
6 Point Standard and Tension Type


